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% /—CAST IRON FRAME AND

/

g /
/,-L R A
CONCRETE COLLAR 4"—~ .
30" MAX. SEE STANDARD PLAN PRE-CAST GRADE RINGS
C-1-4 AS REQUIRED 3" & 6" HIGH,
GROUT JOINTS
STANDARD PRE-CAST

ECCENTRIC TAPER

5

T&G JOINT (SEE NOTE #4)

PIPE THROUGH CUT TOP OF PIPE
SLOPE = 0.10 FOOT MIN. 6" GROUT\ :
& SHAPE TO SMOOTH SURFACE Tl

POUR BASE OVER TOP OF PIPE,
SET VERTICAL SECTION IN
FRESH CONCRETEORUSET & G
IMPRESSION RING TO FORM
JOINT

—2" MIN.

PIPING PER PLAN
PRECAST OR CAST IN

PLACE CONCRETE
BASE

TYPICAL SECTION A-A

NOTES:

. SHALLOW FLAT TOP COVER MAYBE USED WITH AGENCY ENGINEER APPROVAL.
. DROP MANHOLE DETAIL SEE STANDARD PLLAN C-1-3.

. CONCENTRIC CONE MAY BE WITH AGENCY ENGINEER APPROVAL.

- AN IMPRESSION RING SHALL BE USED PRIOR TO INSTALLING THE FIRST RISER SECTION. PRECUT UNITS SHALL BE
ASSEMBLED USING PERFORMED JOINT SEALING COMPOUND OR CLASS "B"MORTAR AND SHALL FINISH ALL JOINTS.
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